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Description.

Description

DIN-6 rail format for easy installation inside an electrical equipment box, or can can be screwed directly onto the wall.
Used to power the different equipment in a Fermax installation.

Constructed in self-extinguishing VO material.

Includes a set of covers to protect the connection terminals.

Technical Details

Input frequency: 50-60 MHz.

With two function indicator LEDs:

- ON LED lit: indicates that the power supply is working.

- OVERLOAD LED lit: indicates maximum current exceeded (it will be necessary to reduce the installation load or add additional
power supply/supplies).

- ON LED+QVERLOAD blinking: indicates short circuit.
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Details.

Weight (kg) Packaging measurements Video Door Entry system

0.3146 (height x width x depth) cm Technologie
6,5x11,3x9,6 GENERICA

Manuals

e 07048h_Fte_Alimentacion_12_Vdc-2A_Ref_4813_V06_14.p
df

e 97048c Fte Alimentacion 12 Vdc-2A Ref 4813 V06_17.pdf

Declaration of conformity

e DOCF04813EN.pdf
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https://d7rh5s3nxmpy4.cloudfront.net/CMP2008/files/1/97048b_Fte_Alimentacion_12_Vdc-2A_Ref_4813_V06_14.pdf
https://d7rh5s3nxmpy4.cloudfront.net/CMP2008/files/1/97048b_Fte_Alimentacion_12_Vdc-2A_Ref_4813_V06_14.pdf
https://docs.fermax.com/manuales/97048c%20Fte%20Alimentacion%2012%20Vdc-2A%20Ref%204813%20V06_17.pdf
http://d7rh5s3nxmpy4.cloudfront.net/CMP2008/files/12/DOCF04813EN.pdf

