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Product Code

F05266

RF-WIEGAND RECEIVER 12 VDC

Reference

5266

EAN

8424299052663

Description.

Description

Radiofrequency interface to integrating AXESKEY 868Mhz range distance’s remote controls in an Access control central, AC
Plus ref. 4410 next to the door controller ref. 4420, or directly in the IP_AXES systems.

It also allows to add hands-free identifiers with the corresponding HF Hands-free antenna.

The receiver codifies the emitter’s signal in three different protocols depending on its configuration: Clock&Data, Wiegand 26
and Wiegand 37.

Technical Details

Power supply: 12V dc (9Vdc-21Vdc)

Frequency: 868,35MHz

Consumption in standby / functioning: 14mA/36mA

Functioning temperature: -20ºC to +85ºC
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Tightness: IP54 (IP65 with gland)

Dimensions: 82x190x40mm

Details.

Weight (kg)

0.1961

Packaging measurements

(height x width x depth) cm

4,5x8,5x18,5

Video Door Entry system

Technologie

NO PE/VP

Access Control Technology

RF

Manuals

97852 AXESKEY-RF-
WIEGAND_REF.5266
V06_17.pdf

Declaration of conformity

DOCF05266EN.pdf

https://docs.fermax.com/manuales/97852%20AXESKEY-RF-WIEGAND_REF.5266%20V06_17.pdf
https://docs.fermax.com/manuales/97852%20AXESKEY-RF-WIEGAND_REF.5266%20V06_17.pdf
https://docs.fermax.com/manuales/97852%20AXESKEY-RF-WIEGAND_REF.5266%20V06_17.pdf
http://d7rh5s3nxmpy4.cloudfront.net/CMP2008/files/12/DOCF05266EN.pdf

