

# 1/W AUTOMATIC SWITCHER 

Reference EAN
8819
8424299088198

Description.

## Description

Switchers are needed in facilities with more than one access. They are used to connect the home phone or monitor with the panel the call is being made from.
This switcher was designed for 1-line door entry panels, (4+n Analogue System).
Maximum 5 accesses. 1 switcher is required for each door entry access point. In installations with 2 accesses, only 1 switcher is needed.

Select the call source, allowing communication only with the panel the call is made from and triggering the corresponding door release.

Small size allows installation in electrical cabinets. Can be flush-fit in standard boxes $10 \times 10 \mathrm{~cm}$. With adhesive strips for fixing, or may be screwed directly onto the wall.

Technical Details
Power supply: 12Vac/12Vdc
Consumption: 40 mA .
Timing approximately 90 seconds.

Actualizado e
2024-04-16 04:15

Details.

| Weight (kg) | Packaging measurements | Video Door Entry system |
| :--- | :--- | :--- |
| 0.1585 | (height $\times$ width $\times$ depth cm | Technologie |
|  | $6,4 \times 11,9 \times 7,4$ | $4+\mathrm{N}$ |

Manuals

- 94125_Minicambiador_de
_chalet_Ref._8819_V11_2
3.pdf

